




















MAIN CONTROL / EQUIPMENT ROOM
CT-MC-4

CHAPTER 6: CAREER-TECHNICAL SCHOOL

Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Vinyl composition tile, VET, or 096500 | F1  8-16' of open shelving,
sheet vinyl depth may vary (fixed or loose) 123550
F2 4' of tack board (optional) 101100
Base:
Resilient base 096500 | Fire Suppression:
Fire suppression system 211000
Ceiling:
Suspended, acoustical 095113 | Plumbing:
N/A
Walls:
Painted concrete masonry units HVAC:
042000/099100 Independent, packaged system Div. 23
LOOSE FURNISHINGS: Electrical:
L1 Desk and chair Single level switching 262726
Wastebasket Fluorescent lighting 265100
lllumination level: See Table 8600-4
3 duplex receptacles 262726
Duplex receptacle for electronic
systems 262726
Telecommunications Grounding
270526/260526
Communications:
T1 Technology Equipment
Central sound system 275123
Telephone wiring 271313/271513
Integrated telephone system 273113
Video wiring 271333/271533/271543
Digital on demand delivery system 274125
Local area network wiring 271513/271323
Local area network electronics 272100
Grounding & Infrastructure Equipment
270526/271100
T2 1 voice port and phone 271513/273113
T3 1 data port near workstation 271513
T4 1/4” plywood back board 271313
Electronic Safety and Security:
Life safety devices per code 283111
Security system  281300/281600/282300
Miscellaneous:
Provide distribution equipment with an
equipment electrical ground.
NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references.
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A/V STORAGE

CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-MC-5
250 SF )
®>/ PROGRAM ACTIVITIES:
e Storage of audio/video (A/V) equipment
/
@4 SPATIAL RELATIONSHIPS:
(TN e Near media specialist office
x ¢ Near workroom/storage
) L1
- H , ENVIRONMENTAL CONSIDERATIONS:
' ! N/A
0 4 12
2 8
350 SF
&
R
r,
7 I
0 4 2
—7——7
2 8
CAPACITY: N/A
SIZE: 250 - 350 SF
NOTES
Ohio School Design Manual-CT 2006
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A/V STORAGE

CT-MC-5 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items®:
Vinyl composition tile 096500 | F1 8 — 26’ of open shelving,
depths may vary (fixed or loose) 123550
Base: Option: mobile storage shelving 105626
Resilient base 096500
Fire Suppression:
Ceiling: Fire suppression system 211000
Suspended, acoustical 095113
Plumbing:
Walls: N/A
Painted concrete masonry units
042000/099100 | HVAC:
To be determined by Design Professional
LOOSE FURNISHINGS:
L1 Desk and chair Electrical:
Wastebasket Single level switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-4
4 duplex receptacles (minimum) 262726
Communications:
T1 1 voice port and phone 271513/273113
T2 1 data port near workstation 271513
Central sound system 275123
Electronic Safety and Security:
N/A
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Ranges shown indicate quantities for the smallest and largest possible room size.
Ohio School Design Manual-CT 2008
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CONFERENCE ROOM

CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-MC-6
PROGRAM ACTIVITIES:
e Used primarily by students for group
il (4 projects
e /
\
SPATIAL RELATIONSHIPS:
¢ Near reading room/circulation
L (g
o=
@\\ @ - @ ENVIRONMENTAL CONSIDERATIONS:
B e Uniform lighting
-
% /@ e Environmental sound control -
T wall minimum STC 45
| ceiling minimum CAC 35, NRC 0.70
F3
s
ﬁuﬂ /R
0 4
e
2 8
CAPACITY: 8 - 12 persons
SIZE: 250 SF
NOTES
1. Loose furnishings shown represent one of many possible arrangements.
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CONFERENCE ROOM

CT-MC-6 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items*:
Carpet or Carpet Tile 096816 | F1 8'-10 of chalk/marker board 101100
096813 | F2 6-8' of tack board 101100
Base: F3 4’-6’ of base cabinets (optional) 123550
Resilient base 096500 (fixed or mobile)
F4 Projection screen (optional) 115213
Ceiling:
Suspended, acoustical 095113 | Fire Suppression:
Fire suppression system 211000
Walls:
Painted concrete masonry units Plumbing:
042000/099100 N/A
LOOSE FURNISHINGS: HVAC:
L1 Conference table Supply/return air system Div. 23
L2 Chairs Independent temperature control 230923
Wastebasket
Electrical:
Multilevel switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-4
3 duplex receptacles 262726
Double duplex receptacle adjacent
to each data and video port 262726
Communications:
T1 1 video port 271533/271543
T2 1 voice port and phone 271513/273113
T3 1 data port 271513
T4 Overhead projector 274119
Clock 275313
Central sound system 275123
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Ranges shown indicate quantities for the smallest and largest possible room size.
3. Fixed casework and loose furnishings can be also all fixed or all loose.
Ohio School Design Manual-CT 2008
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MULTIMEDIA PRODUCTION ROOM

CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-MC-7
500 SF
@\~ ﬂ PROGRAM ACTIVITIES:
= ‘ e Production of a variety of media
@V’ N 5 @ ¢ Individual student project work and student
/ instruction
/A>; 7<> e Putting together student project presentations
N \\\ A in media such as PowerPoint, video, reports,
': N @ 3D models, etc.
- SPATIAL RELATIONSHIPS:
L2 [LJ . e Near workroom/storage
@/’: o | ‘ e Near media center
IS -
L2 ”
B I () ENVIRONMENTAL CONSIDERATIONS:
> [ 7 o e Uniform lighting
I T e Environmental sound control —
a3 L wall minimum STC 50
B [J || ceiling minimum CAC 35, NRC 0.70
- ,
0 4 \@
I
2 8’
CAPACITY: 5 -7 persons
SIZE: 500 SF
NOTES:
1. Loose furnishings shown represent one of many possible arrangements.
2. This space could be an area inside the media center.
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MULTIMEDIA PRODUCTION ROOM
CT-MC-7

CHAPTER 6: CAREER-TECHNICAL SCHOOL

Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items*:
Vinyl composition tile, linoleum, 096500 | F1 6°-18’ of base cabinets
VET, sheet vinyl, or rubber 096516 with different types of storage 123550
F2 4’-8' of tack board 101100
Base: F3 Pencil sharpener support (optional) 062000
Resilient base 096500 | F4 4’ - 16’ of tall bookcases 123550
F5 3’ -9 of tall cabinets 123550
Ceiling: F6 Work surface 123550
Suspended, acoustical 095113 | F7 6-18’ of wall cabinets 123550
F8 Technology support casework 123550
Walls: (if applicable)
Painted concrete masonry units
042000/099100 | Fire Suppression:
Fire suppression system 211000
LOOSE FURNISHINGS: Plumbing:
L1 Tables and chairs/stools N/A
L2 Computer workstation furniture HVAC:
Wastebasket Supply/return air system Div. 23
Pencil sharpener (optional) Independent temperature control 230923
Electrical:
Multilevel switching 262726
Fluorescent lighting 265100

Illumination level: See Table 8600-4

4 duplex receptacles 262726
Double duplex receptacle adjacent
to each data and video port 262726

Communications:
T1 1 video port and video display device

271533/271543/274119

T2 1 voice port and phone 271513/273113

T3 4 data ports 271513

Clock 275313

Central sound system 275123
Electronic Safety and Security:

Life safety devices per code 283111

Miscellaneous:
Interior windows for supervision (optional)
081113/088000
The following items to be provided by the
school district:
Copier, scanner, printers, binders,
laminators

NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Ranges shown indicate quantities for the smallest and largest possible room size.
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DOCUMENT STORAGE

CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-MC-8
200 SF PROGRAM ACTIVITIES:
e Secured storage for documents, including
‘.@ newspapers, periodicals, microfim and
microfiche
N DU“/@
= SPATIAL RELATIONSHIPS:
/ e Near reading room/circulation
ENVIRONMENTAL CONSIDERATIONS:
0 4 N/A
2’ 8’

400 SF

&l  |-@

@

el -~ ol®

A

Q)
CAPACITY: N/A
SIZE: 200 - 400 SF

NOTES:

1. Loose furnishings shown represent one of many possible arrangements.
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DOCUMENT STORAGE

CT-MC-8 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref.# | FEATURES: Ref.#
Flooring: Fixed Items®:
Vinyl composition tile 096500 [ F1  36'— 80’ of open shelving
(fixed or loose) 123550
Base: Option: mobile storage shelving 105626
Resilient base 096500
Ceiling: Fire Suppression:
Suspended, acoustical 095113 Fire suppression system 211000
Walls: Plumbing:
Painted concrete masonry units N/A
042000/099100
HVAC:

LOOSE FURNISHINGS:
L1 Computer worksurface

To be determined by Design Professional

Supplemental heat as required Div. 23
Electrical:
Fluorescent lighting: 265100

lllumination level: See Table 8600-10
Single level switching 262726
2 duplex receptacles 262726

Communications:
T1 1 data port (optional)

271523

Electronic Safety and Security:
N/A

Miscellaneous:
N/A

NOTES:

1.  Finishes/Features: Refer to Chapter 9 for specification references.
2. Ranges shown indicate quantities for the smallest and largest possible room size.
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STUDENT DINING SPACES

CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-SD
—— FOOD
SERVICES
staff
dining WARE
WASHING
CT-SD-3
> S
)
table
storage
CT-SD-4
stage student
dining

CT-SD-2
SE CT-SD-1 @
CORRIDOR Qb
S 2
NOTE:

This is an example of how the student dining spaces in a career-technical school could be
arranged. This is only meant to demonstrate the relationships between various areas of the

building.

Following are the Administrative space plates for the following rooms:

CT-SD-1 Student Dining
CT-SD-2 Stage
CT-SD-3 Staff Dining
CT-SD-4 Table Storage

Ohio School Design Manual-CT
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STUDENT DINING SPACES
CT-SD CHAPTER 6: CAREER-TECHNICAL SCHOOL

THIS PAGE HAS BEEN INTENTIONALLY LEFT BLANK
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STUDENT DINING

CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-SD-1
OOoODODODD oD o O O g o O
ODODDoD O oo O O g O O

— DOODDODODODDDDODDOD O OO O D
J DDOoODODDODOoOD oD o O O g O O
ODODODD O Do — —
O0O0O0DOoDD OO o o o
ODOoOoOooD oD o O O O O O
OO0ODOD oD o oo O O g o O
O0OO0OOoOoOo oo o O O g O 0O

STAGE DODODOODO0DO O D 0O O 0
OO0 OOOOO D O — —
DOoOODOOoODODDDOO B D OgoD o
QoooooDO0D B G0
| L) 0 i LA
DODDDOODDO O O 0 O o0
| oooooooooo
| LA LA LA | ] ]
— 0000000000 SEBEHRBE
OO D ODODD Do O o ad o O
OO0 DOODOoD oo o [D_D{]_ID
0 5 10 20
PROGRAM AQTIVITIES:
CAPACITY: 1/3 of student capacity| ® Student dining
[ )

SIZE: 1/3 of student capacity multiplied
by 17.5 SF per student or 3,000 SF
whichever is greater
Kitchen,CT-FS-1

Stage, CT-SD-2

Staff Dining, CT-SD-3
Table Storage, CT-SD-4

ANCILLARY SPACES:

Large group instruction, meetings and banquets
Special activities
Refreshment area for school activities

SPATIAL RELATIONSHIPS:
¢ Adjacent to kitchen

ENVIRONMENTAL CONSIDERATIONS:

¢ Uniform non-glare lighting

e Environmental sound control - walls and ceiling
to be designed for auditorium-type
acoustics sound system

¢ Flexibility of space

e Access capability

¢ Environmental sound control

wall minimum STC 60

NOTES:

1. Loose furnishings shown represent one of many possible arrangements.
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STUDENT DINING

CT-SD-1 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES': Ref.# | FEATURES": Ref #
Flooring: Fixed Items:
Linoleum, rubber, VET, 096500 N/A
sheet vinyl, porcelain tile, 096516
terrazzo tile, or VCTT 093000 | Eire Suppression:
096616 Fire suppression system 211000

Base: .

Resilient base 096500 | Plumbing:
Option: Porcelain tile base 093000 N/A
o 3. HVAC:

Ce”mgu-spended, acoustical 095113 Supply/return air system Div. 23
Painted exposed structure 099100 Independent temperature control 230923
Reflector panels 098000 Electrical:

Walls: High intensity discharge lighting 265100
: or fluorescent lightin
Painted concrete masonry units Dimmable quartz Iighti%g g 265100

o 042000/099100 llumination level: see table 8600-4
Diffusing block on 2 walls Multilevel switching with dimming 262726
(minimum) or 042000 6 duplex receptacles 262726
Acoustic treatment 098000 Double duplex receptacle adjacent to
(varies with geometry of room) each data and video port 262726
Emergency lighting per code 265100
Means of egress lighting per code 265100

LOOSE FURNISHINGS:
L1 Tables
L2 Folding or high-density stack chairs
for large assembly use
Waste receptacles
Recycling bins
Carts for chairs

Note: Cafeteria tables with attached stools
shall be securely anchored to walls when not
in use, or be kept in a secure storage area
when not in use.

Telecommunications Grounding270526/260526

Communications:

T1
T2
T3

2 voice ports 271513/273113
2 video ports 271533/271543
2 data ports (minimum) 271513
Clocks 275313
Central sound system 275123

Student dining/auditeria sound system 275121

T4 Overhead projector 274119
Electronic Safety and Security:
Life safety devices per code 283111

Miscellaneous:

N/A

NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Other types of ceiling may be appropriate based on the actual facility design. High ceilings are
appropriate for auditorium-type of acoustics.

3.  Ceiling height to be 18'0” AFF minimum.
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

STAGE
CT-SD-2

=
]

@@j
&

Student
O Dining
T EE——
0 5 70 20
CAPACITY: N/A

SIZE: student capacity multiplied by 1.5 SF or

800 SF, whichever is larger

ANCILLARY SPACES:
Student Dining, CT-SD-1

PROGRAM ACTIVITIES:
e Presentations

SPATIAL RELATIONSHIPS:
e Adjacent to student dining
e Near food services

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting

¢ Access capability

e Sound system

Ohio School Design Manual-CT
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STAGE

CT-SD-2 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES': Ref# | FEATURES": Ref #
Flooring: Fixed ltems:
Stage: Softwood or combination 096400 | F1 Front curtain, track, and valance 116143
hardwood and softwood F2  Projection screen 116143
Stairs: Carpet, rubber, or wood F3  Rear curtain 116143
F4  Sound control console 275121
Base: F5 Lighting control console 265100
Ventilated resilient base 096400
Fire Suppression:
Ceiling: Fire suppression system 211000
Painted exposed structure 099100 | Plumbing:
N/A
Walls: HVAC:
Painted concrete masonry units Supply/return air system Div. 23
042000/099100 Independent temperature control 230923
Electrical:
LOOSE FURNISHINGS: Fluorescent lighting: 265100
L1 Podium lllumination level: See Table 8600-10
Single level switching 262726
6 duplex receptacles 262726
Double duplex receptacle adjacent to
each data and video port 262726
Emergency lighting per code 265100
Means of egress lighting per code 265100
Telecommunications Grounding
270526/260526
Communications:
T1 2 video ports 271533/271543
T2 2 data ports 271513
Student dining/auditeria sound system?
275121
Central sound system 275123
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Auditeria sound system is to be used in conjunction with the auditeria/student dining area.
3. Provide a reflective strip on floor at edge of stage.
Ohio School Design Manual-CT 2008
Ohio School Facilities Commission 6305 -6



CHAPTER 6: CAREER-TECHNICAL SCHOOL

STAFF DINING
CT-SD-3

450 SF
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CAPACITY: 8 — 24 staff
SIZE: 450 - 700 SF
ANCILLARY SPACES: Student Dining
CT-SD-1

PROGRAM ACTIVITIES:
e Space for staff dining

SPATIAL RELATIONSHIPS:
e Near student dining
e Near food services

ENVIRONMENTAL CONSIDERATIONS:
e Uniform lighting
e Environmental sound control -
walls minimum STC 50
ceiling minimum CAC 35, NRC 0.70

NOTES:

1. Loose furnishings shown represent one of many possible arrangements.
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STAFF DINING

CT-SD-3 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Linoleum, VCTT, rubber, VET, 096500 | F1 3'sink base cabinet with wall cabinet 123550
sheet vinyl, porcelain tile, 096516 | F2 About 8' of base and wall cabinets 123550
or terrazzo tile 093000 | F3 4' of tack board 101100
096616 | F4 Towel dispenser 102813
Base: F5 4’-6’ of marker board (optional) 101100
Resilient base 096500
Optional: porcelain tile base 093000 | Fire Suppression:
Fire suppression system 211000
Ceiling:
Suspended, acoustical 095113 | Plumbing:
Sink 224000
Walls: Plumbing connections
Painted, concrete masonry units 224000/221116/221119
042000/099100
HVAC:
LOOSE FURNISHINGS: Supply/return air system Div. 23
L1 Tables Independent temperature control 230923
L2 Chairs
L3 Computer workstation Electrical:
Waste receptacle Single level switching 262726
Fluorescent lighting 265100

EQUIPMENT:
E1 Refrigerator
E2 Microwave

lllumination level: See Table 8600-4
4 duplex receptacles 262726
Double duplex receptacle adjacent to

each video port 262726
Receptacles for vending machines,
refrigerator, and microwave 262726
Communications:
T1 1 video port 271533/271543
T2 1 voice port and phone 271513/273113
Clock 275313
Central sound system 275123
Electronic Safety and Security:
Life safety devices per code 283111

Miscellaneous:

The following items are to be funded by the
school district:

M1 Vending machines

NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references.
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

TABLE STORAGE
CT-SD-4

400 SF
Student Dining
0 4
P
2 8
550 SF
Student Dining
0 4
[
CAPACITY: 2 g N/A
SIZE: 400 - 550 SF
ANCILLARY SPACES: Student Dining
CT-SD-1

PROGRAM ACTIVITIES:
e Storage for tables and chairs

SPATIAL RELATIONSHIPS:
¢ Adjacent to student dining
e Near food services

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting

Ohio School Design Manual-CT
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TABLE STORAGE

CT-SD-4 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES': Ref# | FEATURES': Ref #
Flooring: Fixed Items:
Sealed concrete 093000 N/A
Base: Fire Suppression:
No base Fire suppression system 211000
Ceiling: Plumbing:
Exposed structure N/A
Option: Rated gypsum wallboard 092116
HVAC:
Walls: Exhaust air system Div. 23
Unpainted concrete masonry units 042000 Supplemental heat as required Div. 23
LOOSE FURNISHINGS: Electrical:
N/A Single level switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-4
1 duplex receptacle 262726
Communications:
N/A
Electronic Safety and Security:
N/A
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
Ohio School Design Manual-CT 2008

Ohio School Facilities Commission

6305 -10



FOOD SERVICE SPACES

CT-FS CHAPTER 6: CAREER-TECHNICAL SCHOOL
4
dry food
storage
9 CT-FS-1c KITCHEN  CT-Fs-1
cooler/
freezer .
preparation
area
serving
CT-FS-1d area
CT-FS-1a
dietician
office
75 SF
CT-FS-2
CT-FS-1b
restroom
50 SF
locker
room
125 SF ware
washing
CT-FS-1e
NOTES:

This is an example of how the food service spaces in a career-technical school could be arranged. This

is meant only to demonstrate the relationships between various spaces of this area.

Following are the Food Service space plates:

CT-FS-1
CT-FS-0
CT-FS-1a
CT-FS-1b
CT-FS-1¢c
CT-FS-1d
CT-FS-1e
CT-FS-2
CT-FS-3
CT-FS-4

Kitchen

Warming Kitchen
Preparation Area
Serving Area

Dry Food Storage
Cooler/Freezer
Ware Washing
Dietician Office
Restroom

Locker Room

Ohio School Design Manual-CT
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KITCHEN
CT-FS-1

CHAPTER 6: CAREER-TECHNICAL SCHOOL

This space consists of various areas
Preparation Area
Serving Area
Dry Food Storage
Cooler/Freezer
Ware Washing

A space plate follows for each of these areas.

Cooler O

CAPACITY: 3-

10 persons

SIZE: Student capacity multiplied by 3.5 SF

per student

ANCILLARY SPACES: Student Dining

CT-SD-1

Loading/Receiving Area

CT-GS-7

PROGRAM ACTIVITIES:

e Space for the planning, ordering, preparation,
and serving of the meals, and for
providing meals for the students and staff

SPATIAL RELATIONSHIPS:

¢ Adjacent to student dining

¢ Near staff dining

¢ Near table storage

¢ Adjacent to loading/receiving area

ENVIRONMENTAL CONSIDERATIONS:
e Compliance with State Board of Health
requirements

MISCELLANEOQOUS:

¢ The sizing of the kitchen area assumes:
Type “A” meal service only at 80% of the
student capacity and 3, 30-minute
serving periods.

NOTES:

This kitchen layout is to be used only for a central kitchen operation.
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CAFETERIA

CHAPTER 6: CAREER-TECHNICAL SCHOOL

WARMING KITCHEN
CT-FS-0

This space consists of various areas:

Production Area 25%
Serving Area 35%
Warewash 25%
Storage 10%
Receiving 5%

Additional areas to be added:
Office 75 SF
Toilet 50 SF
Lockers/Laundry/Janitorial Closet 125 SF

I

—

RECEIVING

o]

H s A

SERVING

STORAGE
[

PRODUCTION

1
f
'
H
|
f
'
H

EXTERIOR

t
-

LOCKERS
LAUNDRY

= M i *

WAREWASH }:7 e
77777777777777777 ? TOILET [0
,,,,, S TR
CAPACITY: 3 -7 persons

SIZE: Student capacity multiplied
by 2.0 SF per student
ANCILLARY SPACES: Student Dining CT-SD-1

Loading/Receiving Area CT-GS-7

PROGRAM ACTIVITIES:
e Space for receiving, organizing, and serving of
the meals prepared in the central kitchen.

SPATIAL RELATIONSHIPS:

¢ Adjacent to student dining

¢ Near staff dining

o Near table storage

¢ Adjacent to loading/receiving area

ENVIRONMENTAL CONSIDERATIONS:
e Compliance with State Board of Health
requirements

MISCELLANEOUS:

o Kitchen area must be located adjacent to
exterior loading dock area to receive
transported food from central kitchen.
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WARMING KITCHEN

CT-FS-0 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Quarry tile 093000 Food service equipment 114000
Base: Fire Suppression:
Quarry tile base 093000 Fire suppression system 211000
Ceiling: Plumbing:
Cleanable, suspended, acoustical 095113 Connections to food service egpt. 224000
Plumbing connections
Walls: 224000/221116/221119
Epoxy-painted concrete masonry units Hand washing lavatory 224000
042000/099100 Gas connections 226313
Option: Ceramic wall tile or 093000
latex paint 099100 | HVAC:
Supply/return air system Div. 23
LOOSE FURNISHINGS: Independent temperature control 230923
N/A Kitchen canopy exhaust system 233800
Electrical:
Dual level switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-4
10 duplex receptacles 262726
Emergency lighting 265100
Connections to food service eqpt. 262726
Means of egress lighting per code 265100
Communications:
1 voice port and phone 271513/273113
1 data port at cash register(s) 271513
Clock 275313
Central sound system 275123
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
N/A
NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references and refer to Chapter 10 for a list

of possible food service equipment.
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

KITCHEN - Preparation Area
CT-FS-1a

Dry Food

T
=

Cooler

L

|

|
|
Freezer ‘
|
|

M::J Serving
m——n

Office

H}“”LL

| oab ]
Ware Washing
0 4
l—|’—l_!’
2 8
CAPACITY: 3 — 10 persons
SIZE:

Based on 36% of the kitchen area
ANCILLARY SPACES: Part of the kitchen

PROGRAM ACTIVITIES:

e Space and equipment for the preparation of
food for students and staff

SPATIAL RELATIONSHIPS:

¢ Adjacent to the serving area
o Near the cooler/freezer

¢ Near the dry food storage

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting

e Proper ventilation of space to remove cooking
odors

¢ Cleanable building surfaces

NOTES:

1.
school district.

This is an example of a preparation area. Food service equipment will vary from school district to

Ohio School Design Manual-CT
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KITCHEN - Preparation Area

CT-FS-1a CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Quarry tile 093000 Food service equipment 114000
Base: Fire Suppression:
Quarry tile base 093000 Fire suppression system 211000
Ceiling: Plumbing:
Cleanable, suspended, acoustical 095113 Connections to food service
equipment 224000
Walls: Plumbing connections
Epoxy-painted concrete masonry units 224000/221116/221119
042000/099100 Hand washing lavatory 224000
Option: ceramic wall tile 093000 Gas connections 226313
or latex paint 099100
HVAC:
LOOSE FURNISHINGS: Supply/return air system Div. 23
N/A Independent temperature
control 230923
Kitchen canopy exhaust system 233800
Electrical:
Dual level switching 262726
Fluorescent lighting 265100
[llumination level: See Table 8600-4
4 duplex receptacles 262726
Emergency lighting 265100
Connections to food service
equipment 262726
Means of egress lighting per code 265100
Communications:
1 voice port and phone 271513/273113
Clock 275313
Central sound system 275123
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
N/A
NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references and refer to Chapter 10 for a list

of possible food service equipment.

Ohio School Design Manual-CT
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KITCHEN - Serving Area

CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-FS-1b
PROGRAM ACTIVITIES:
e Space for serving of food
j SPATIAL RELATIONSHIPS:
[ . e Adjacent to student dining
_ IR ¢ Adjacent to preparation area
ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting
Preparation [l ¢ Cleanable building services
Area %Q
=2 — Student Dining
il ]
| I
| I
| | I
I |
1
0 4
I g —
2 8
CAPACITY: N/A
SIZE: Based on 34% of the kitchen area
ANCILLARY SPACES: Part of the kitchen
NOTES:
1. Thisis an example of a serving area. Food service equipment will vary from school district to school
district.
Ohio School Design Manual-CT 2006
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KITCHEN - Serving Area

CT-FS-1b CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES': Ref# | FEATURES": Ref.#
Flooring: Fixed Equipment:
Quarry tile 093000 Food service equipment 114000

Optional: porcelain tile
Fire Suppression:

Base: Fire suppression system 211000
Quarry tile base 093000
Optional: porcelain tile base Plumbing:
Connections to food service
Ceiling: equipment 224000
Cleanable, suspended, acoustical 095113
HVAC:
Walls: Supply/return air system Div. 23

Epoxy-painted concrete masonry units
042000/099100 | Electrical:

Ceramic wall tile 093000 Dual level switching 262726
or latex paint 099100 Fluorescent lighting 265100
lllumination level: See Table 8600-4
LOOSE FURNISHINGS: 4 duplex receptacles 262726
N/A Connections to food service
equipment 262726
Emergency lighting 265100

Means of egress lighting per code 265100
Duplex receptacle at each
cash register 262726

Communications::
Data port(s) at cash register(s) 271513
Clock 275313
Central sound system 275123
1 voice port and phone 271513/273113

Electronic Safety and Security:
Life safety devices per code 283111

Miscellaneous:
N/A

NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references and refer to Chapter 10 for a list
of possible food service equipment.

Ohio School Design Manual-CT 2008
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

KITCHEN - Dry Food Storage
CT-FS-1c

0 4’

B 8

CAPACITY: N/A
SIZE: Based on 11% of the kitchen area

ANCILLARY SPACES: Part of the kitchen

PROGRAM ACTIVITIES:

¢ Lockable space to store dry food products and
government commodities for 15 to
30 days

SPATIAL RELATIONSHIPS:
¢ Near the food preparation area
¢ Access to the loading/receiving area

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting

e Continuous conditioning of air

¢ Cleanable building surfaces

NOTES:

1. Thisis an example of a dry food storage area. Food service equipment will vary from school district

to school district.

Ohio School Design Manual-CT
Ohio School Facilities Commission

2008

6306 -9



KITCHEN - Dry Food Storage

CT-FS-1c CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Linoleum, VET, or sheet vinyl 096500 Food service equipment 114000
Option: Quarry tile 093000
096516 | Fire Suppression:
Base: Fire suppression system 211000
Resilient base 096500
Option: Quarry tile 093000 | Plumbing:
N/A
Ceiling:
Cleanable, suspended, acoustical 095113 | HVAC:
Exhaust air system Div. 23
Walls: Supply/return air system Div. 23
Epoxy-painted concrete masonry units
042000/099100 | Electrical:
Option: Ceramic wall tile 093000 Single level switching 262726
or latex paint 099100 Fluorescent lighting 265100

LOOSE FURNISHINGS:
N/A

Illumination level: See Table 8600-4
1 duplex receptacle 262726

Communications:
N/A

Electronic Safety and Security:
Life safety devices per code

283111

Miscellaneous:
N/A

NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references and refer to Chapter 10 for a list

of possible food service equipment.

Ohio School Design Manual-CT
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

KITCHEN - Cooler/Freezer
CT-FS-1d

I

Cooler

I
I

N e

L

Preparation
Area

[ ]

I
2’ 8
CAPACITY: N/A

SIZE: Based on 10% of the kitchen area
ANCILLARY SPACES: Part of the Kitchen

PROGRAM ACTIVITIES:
e Space for refrigerated storage of perishable
products

SPATIAL RELATIONSHIPS:
¢ Adjacent to food preparation area
¢ Access to the loading/receiving area

ENVIRONMENTAL CONSIDERATIONS:

¢ Uniform lighting

¢ Ventilation for refrigeration machinery

¢ Cleanable building surfaces

¢ Floor to be flush with adjacent kitchen floor

NOTES:

1. This is an example of a cooler/freezer. Food service equipment will vary from school district to

school district.

Ohio School Design Manual-CT
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KITCHEN - Cooler/Freezer
CT-FS-1d

CHAPTER 6: CAREER-TECHNICAL SCHOOL

Spec. Spec.
FINISHES': Ref# | FEATURES': Ref.#
Flooring: Fixed Items:
Quarry tile 093000 Food service equipment 114000
Base: Fire Suppression:
Quarry tile base 093000 Fire suppression system 211000
Ceiling: Plumbing:
Manufactured insulated panel 114000 N/A
Walls: HVAC:
Manufactured insulated panel 114000 Exhaust air system for compressors Div. 23
LOOSE FURNISHINGS: Electrical:
N/A Single level switching 262726
Incandescent lighting 265100
lllumination level: See Table 8600-4
Electrical connections to freezer/cooler
refrigeration equipment 262726
Communications:
N/A
Electronic Safety and Security:
N/A
Miscellaneous:
N/A
NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references and refer to Chapter 10 for a list

of possible food service equipment.
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

KITCHEN - Ware Washing
CT-FS-1e

Serving Area

f—)

T
[

P

J Student
Preparation I Dining
Area ]
L] <08
[
0 4’
I
2’ 8’
CAPACITY: N/A
SIZE: Based on 9% of the kitchen area

ANCILLARY SPACES: Part of the kitchen

PROGRAM ACTIVITIES:
¢ Space and equipment to scrape, wash, air dry,
and store serving trays and utensils

SPATIAL RELATIONSHIPS:
o Adjacent to student dining

ENVIRONMENTAL CONSIDERATIONS:

¢ Uniform lighting

e Proper ventilation of space to remove steam
and condensation

¢ Cleanable building surfaces

NOTES:

1. Thisis an example of a ware washing area. Food service equipment will vary from school district to

school district.

Ohio School Design Manual-CT
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KITCHEN - Ware Washing

CT-FS-1e CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.

FINISHES": Ref# | FEATURES": Ref.#
Flooring: Fixed Items:

Quarry tile 093000 Food service equipment 114000
Base: Fire Suppression:

Quarry tile base 093000 Fire suppression system 211000
Ceiling: Plumbing:

Cleanable, suspended, acoustical 095113 Lavatory 224000

Connections to food service

Walls: equipment 224000

Epoxy-painted concrete masonry units
042000/099100 | HVAC:

Option: Ceramic wall tile 093000 Supply/return air system Div. 23
or latex paint 099100 Independent temperature control 230923
Exhaust hood system Div. 23
LOOSE FURNISHINGS:
N/A Electrical:
Dual level switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-4
1 duplex receptacle 262726
Connections to food service
equipment 262726

Communications:
Central sound system 275123

Electronic Safety and Security:
Life safety devices per code 283111

Miscellaneous:
N/A

NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references and refer to Chapter 10 for a list
of possible food service equipment.

Ohio School Design Manual-CT 2008
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

DIETICIAN’S OFFICE
CT-FS-2

L3 L2 @
N\ [’
TN TES
& L]
€t ra | AD
a »
B |
Kitchen @ @
9 4’
e
2 8
CAPACITY: 1 - 2 persons
SIZE: 75 SF
ANCILLARY SPACES: Kitchen
CT-FS-1

PROGRAM ACTIVITIES:
e Space for the dietician to plan menus and
meet with various vendors

SPATIAL RELATIONSHIPS:
e Adjacent to kitchen

ENVIRONMENTAL CONSIDERATIONS:
e Uniform lighting
e Environmental sound control -
wall minimum STC 45
ceiling minimum CAC 35, NRC 0.70
e Optional — window with integral blind

NOTES:

1. Loose furnishings shown represent one of many possible arrangements.

Ohio School Design Manual-CT
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DIETICIAN’S OFFICE

CT-FS-2 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES': Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Linoleum, VET, or sheet vinyl 096500 | F1 2’ of tall wardrobe (optional) 123550
096516 | F2 4' of tack board 101100
Option: Quarry tile 093000
Fire Suppression:
Base: Fire suppression system 211000
Resilient base 096500
Option: Quarry tile 093000 | Plumbing:
N/A
Ceiling:
Suspended, acoustical 095113 | HVAC:
Supply/return air system Div. 23
Walls: Independent temperature control 230923
Painted concrete masonry units (coupled with similarly loaded
042000/099100 adjacent spaces)
LOOSE FURNISHINGS: Electrical:
L1 Desk and chair Single level switching 262726
L2 Visitor chair Fluorescent lighting 265100

L3 File cabinet

Illumination level: See Table 8600-4

Wastebasket 4 duplex receptacles 262726
Double duplex receptacle adjacent
to data and video port 262726
Communications:
T1 1 voice port and phone 271513/273113
T2 1 data port near workstation 271513
T3 1 video port 271533/271543
Central sound system 275123
Clock 275313
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
Interior window (optional) 081113/088000
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Fixed equipment or loose furnishings can also be all fixed or all loose.
Ohio School Design Manual-CT 2008
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

RESTROOM
CT-FS-3

!
|

N

G
PN p

|
[
L0 I!
Locker Room
O 4’
F_—
2’ 8
CAPACITY: 1 person
SIZE: 50 SF
ANCILLARY SPACES: Locker Room
CT-FS-4

PROGRAM ACTIVITIES:
e Personal and health needs for food service
staff

SPATIAL RELATIONSHIPS:
¢ Adjacent to locker room

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting
e Environmental sound control -
wall minimum STC 48
ceiling minimum CAC 35, NRC 0.70
e Moisture- and stain-resistant finishes

Ohio School Design Manual-CT
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RESTROOM

CT-FS-3 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Linoleum, VET, sheet vinyl, or 096516 | F1 Towel dispenser 102813
rubber 096500 | F2 24" x 60" mirror 102813
Optional: quarry tile or 093000 | F3 Toilet tissue holder 102813
resinous flooring 096723 | F4 36" and 42" grab bar 102813
F5 Soap dispenser 102813
Base: F6 Mirror with shelf above sink(optional) 102813
Resilient base 096500 | F7 Coat hook 102813
Optional: quarry tile, resinous 093000
flooring, or integral vinyl cove base 096723 | Fire Suppression:
Fire suppression system 211000
Ceiling:
Suspended, acoustical 095113 | Plumbing:
Wall-mounted water closet 224000
Walls: Wall-mounted lavatory 224000
Painted concrete masonry units Plumbing connections
042000/099100 224000/221116/221119
LOOSE FURNISHINGS: HVAC:
Wastebasket Exhaust air system Div. 23
Supplemental heat as required Div. 23
Electrical:
Single level switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-4
1 duplex receptacle 262726
Communications:
Central sound system 275123
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
Ohio School Design Manual-CT 2008
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

LOCKER ROOM
CT-FS-4

&
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K’tcheu \ Restroom
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CAPACITY: 2 persons
SIZE: 125 SF

ANCILLARY SPACES: Kitchen, CT-FS-1

Restroom, CT-FS-3

PROGRAM ACTIVITIES:

e Space for the food service staff to store their
personal belongings and to change their
clothing

e Space for the washing, drying, and storage of
towels, aprons, etc.

SPATIAL RELATIONSHIPS:
¢ Adjacent to kitchen
¢ Adjacent to restroom

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting
¢ Environmental sound control -
wall minimum STC 48
ceiling minimum CAC 35, NRC 0.70

NOTES:

1. Loose furnishings shown represent one of many possible arrangements.
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LOCKER ROOM

CT-FS-4 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Sheet vinyl, rubber, rubber tile, or 096500 | F1 24" x 60" mirror (optional) 102813
resinous flooring 096723 | F2 Lockers 12" x 12" x 60" 105113
F3 6’ of wall cabinets or shelf (optional) 123550
Base: F4 Mop holder 102813
Resilient base, resinous flooring, 096500
or integral vinyl cove base 096723 | Fire Suppression:
Fire suppression system 211000
Ceiling:
Suspended, acoustical with high-impact, Plumbing:
hold-down clips 095113 Plumbing connections
Option: exposed, painted pre-cast units 224000/221116/221119
099100 Floor service sink 224000
Walls: Washer connection 224000
Painted concrete masonry units
042000/099100 | HVAC:
Exhaust air system Div. 23
LOOSE FURNISHINGS: Supplemental heat as required Div. 23
L1 Chairs Dryer vent system Div. 23
Wastebasket
Electrical:
EQUIPMENT: Single level switching 262726
E1 Washer Fluorescent lighting 265100
E2 Dryer lllumination level: See Table 8600-4
1 duplex receptacle 262726
Connections for washer and dryer 262726
Communications:
Central sound system 275123
Clock 275313
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
Provide storage cabinet for supplies if
required by governing agency.
NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references.

Ohio School Design Manual-CT
Ohio School Facilities Commission

2008

6306 - 20



CUSTODIAL SPACE
CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-CU

OUTDOORS &
4 )

workroom
CUSTODIAL
OFFICE
100 SF
CT-CU-2 CT-CU-1 /

NOTES:

This is an example of how the custodial spaces in a career-technical school could be arranged. This is
meant only to demonstrate the relationships between various spaces of this area.

Following are the Custodial space plates:
CT-CU-1  Workroom
CT-CU-2 Custodial Office

Ohio School Design Manual-CT 2006
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CUSTODIAL SPACE
CT-CU CHAPTER 6: CAREER-TECHNICAL SCHOOL

THIS PAGE HAS BEEN INTENTIONALLY LEFT BLANK
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

WORKROOM
CT-CU-1

200 SF [ —
L PROGRAM ACTIVITIES:
@Zi 1 e Space for storage of custodial equipment
—- needed to maintain the building
\ e Space for equipment repair
al
@) o SPATIAL RELATIONSHIPS:
(3)==1 « Direct access to outside
¢ Near central storage area
@\m ¢ Near custodial office
0 g4
F,——S, ENVIRONMENTAL CONSIDERATIONS:
- ¢ Uniform lighting
400 SF
- i
= 1
MAJ® &
1
e
——
‘
C ~ |
@ @ !
[
( :>—-J» \
L
0 4
2’ 8’
CAPACITY: N/A
SIZE: 200 -400 SF
NOTES:

1. Loose furnishings shown represent one of many possible arrangements.
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WORKROOM

CT-CU-1 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES': Ref# | FEATURES': Ref.#
Flooring: Fixed Items®:
Sealed concrete 033000 | F1 10’ - 24’ of open shelving,
depths can vary (fixed or loose) 123550
Base: F2 4 -6 lockers 105113
Resilient base 096500 | F3 Mop holder 102813
Ceiling: Fire Suppression:
Suspended, acoustical 095113 Fire suppression system 211000
Walls: Plumbing:
Painted concrete masonry units Floor service sink 224000
042000/099100
HVAC:
LOOSE FURNISHINGS: Supply/return air system Div. 23
L1 Workbench Independent temperature control 230923
L2 Stool
L3 Tool cabinet Electrical:
Waste receptacles Fluorescent lighting 265100

Illumination level: See Table 8600-4

EQUIPMENT: Single level switching 262726
E1 Recycling bins 4 duplex receptacles (minimum) 262726
Electrical receptacles for custodial
equipment 262726
Communications:
T1 1 voice port and phone 271513/273113
Central sound system 275123
Clock 275313
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Ranges shown indicate quantities for the smallest and largest possible room size.
Ohio School Design Manual-CT 2008
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

CUSTODIAL OFFICE
CT-CU-2

L4 T2AT3) ALZ
",
SN
rfJLJ
"~ ]
i

PROGRAM ACTIVITIES:

o Office for the custodian for scheduling,
ordering, and inventory

SPATIAL RELATIONSHIPS:
e Near custodial workroom

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting
e Environmental sound control -
wall minimum STC 45
ceiling minimum CAC 35, NRC 0.70

L
0 4°
2’ 8’
CAPACITY: N/A
SIZE: 100 SF
NOTES:

1. Loose furnishings shown represent one of many possible arrangements.
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CUSTODIAL OFFICE

CT-CU-2 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES': Ref# | FEATURES': Ref.#
Flooring: Fixed Items:
Vinyl composition tile, linoleum, 096500 | F1 4’ of tack board (optional) 101100
VET, sheet vinyl, or 096516
sealed concrete 033000 | Fire Suppression:
Fire suppression system 211000
Base:
Resilient base 096500 | Plumbing:
N/A
Ceiling:
Suspended, acoustical 095113 | HVAC:
Supply/return air system Div. 23
Walls: Independent temperature control 230923
Painted concrete masonry units (coupled with similarly loaded
042000/099100 adjacent spaces)
LOOSE FURNISHINGS: Electrical:
L1 Desk and chair Single level switching 262726
L2 Visitor chair Fluorescent lighting 265100

L3 File cabinets
L4 Computer desk return

lllumination level: See Table 8600-4
4 duplex receptacles 262726

Wastebasket Double duplex receptacle adjacent to
data and modem port 262726
Communications:
T1 Modem port for temperature
controls computer 271523
T2 1 voice port and phone 271513/273113
T3 1 data port near workstation 271513
Central sound system 275123
Clock 275313
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
Interior window (optional) 081113/088000
NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Fixed casework and loose furnishings can also be all fixed casework or all loose furnishings.
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

LARGE GROUP RESTROOMS
CT-GS-1

Spaces to be determined by Design
Professional based on the number of
fixtures required.

S -

Il

3355

AR

CAPACITY: Based on size of program area
SIZE: Based on the sum of the program areas
excluding building services, multiplied by 3.5%

PROGRAM ACTIVITIES

e Personal and health needs for the general
public

e Groups of restrooms should be located in
several areas throughout the building

SPATIAL RELATIONSHIPS:

¢ Near student dining area

¢ Near public use areas, such as media center
and gymnasium

e Near academic core area

ENVIRONMENTAL CONSIDERATIONS:
e Uniform lighting
e Environmental sound control
wall minimum STC 53
ceiling minimum CAC 35, NRC 0.70

NOTES:

1. Where individual restrooms are provided in lieu of large group restrooms, refer to H-BS-10.
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LARGE GROUP RESTROOMS

CT-GS-1 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Ceramic mosaic tile 093000 | F1 Towel dispensers 102813
Optional: porcelain tile, 093000 | F2 24" x 60" mirror 102813
terrazzo tile, rubber, or 096616 | F3 Toilet tissue holders 102813
resinous flooring 096723 | F4 36" and 42" grab bar 102813
F5 Soap dispensers 102813
Base: F6 Toilet partitions 102113
Ceramic mosaic tile base 093000 | F7 Sanitary product dispenser 102813
Optional: structural glazed tile, 096616 | F8 Sanitary product receptacles 102813
porcelain tile base, or 093000 | F9 16" x 24" mirrors with shelf (optional)102813
resinous flooring 096723 | F10 Shelves (optional) 123550
Ceiling: Fire Suppression:
Suspended, acoustical 095113 Fire suppression system 211000
Option: Abuse resistant
gypsum wallboard 092116 | Plumbing:
Wall-mounted water closets 224000
Walls: Wall-mounted urinals 224000
Painted concrete masonry unit Wall-mounted lavatories 224000
042000/099100 or wash fountains
Wall hydrants 224000
LOOSE FURNISHINGS: Plumbing connections
Waste Receptacles 224000/221116/221119
Floor drains Div. 22
Drinking water cooler 224000
HVAC:
Exhaust air system Div. 23
Supplemental heat as required Div. 23
Electrical:
Single level switching 262726
Fluorescent lighting 265100

Illumination level: See Table 8600-4

1 duplex receptacle 262726
Emergency lighting 265100
Communications:
Central sound system 275123
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Optional: electric hand dryers
Ohio School Design Manual-CT 2008
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CUSTODIAL CLOSET

CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-GS-2
PROGRAM ACTIVITIES:
e Space for storage of custodial supplies
throughout the building
SPATIAL RELATIONSHIPS:
¢ Near large group restrooms
ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting
- (2
&
O 4’
—_—
2 8’
CAPACITY: N/A
SIZE: 50 SF
NOTES
Ohio School Design Manual-CT 2006
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CUSTODIAL CLOSET

CT-GS-2 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Sealed concrete 033000 | F1 Mop holder 102813
Vinyl composition tile (optional) 096500 | F2 Fixed or loose shelving (optional) 123550
Base: Fire Suppression:
Resilient base 096500 Fire suppression system 211000
Ceiling: Plumbing:
Cleanable, suspended, acoustical 095113 Service sink or floor drain sink 224000
Plumbing connections
Walls: 224000/221116/221119
Painted concrete masonry units
042000/099100 | HVAC:
Exhaust air system Div. 23
LOOSE FURNISHINGS:
Shelving (optional) Electrical:
Single level switching 262726
Fluorescent lighting 265100

Illumination level: See Table 8600-4
1 duplex receptacle 262726

Communications:
N/A

Electronic Safety and Security:
N/A

Miscellaneous:
N/A

NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references.
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ELECTRICAL CLOSET

CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-GS-3
Space to be determined by PROGRAM ACTIVITIES:
Design Professional. e Space for electrical wiring and panels

SPATIAL RELATIONSHIPS:
N/A

ENVIRONMENTAL CONSIDERATIONS:
e Uniform lighting

O 4
__—
2 8
CAPACITY: N/A
SIZE: 50 SF
NOTES
Ohio School Design Manual-CT 2006
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ELECTRICAL CLOSET

CT-GS-3 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES': Ref# | FEATURES': Ref.#
Flooring: Fixed Items:
Sealed concrete 033000 N/A
Base: Fire Suppression:
No base Fire suppression system 211000
Ceiling: Plumbing:
Exposed structure --- N/A
Walls: HVAC:
Unpainted concrete masonry units 042000 To be determined by Design Professional
LOOSE FURNISHINGS: Electrical:
N/A Single level switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-10
1 duplex receptacle 262726
E1 Electrical switchboard 262413/262416
Communications:
N/A
Electronic Safety and Security:
N/A
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
Ohio School Design Manual-CT 2008
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

TELECOMMUNICATIONS ROOM
CT-GS-4

8' MIN.
|
= 'EQUIPMENT RACKS
@T’ 36" MIN'J AS REQUIRED
" - 6" ORGANIZERS
> M—T 7 BETWEEN ALL RACKS
=
~ -4
=z
=
3
T2
SIZE AS
REQUIRED
o 2 4 8
CAPACITY: N/A
SIZE: 64 SF
0-75,000 SF = (?) 8 ft. x 8 ft. min.

75,00-150,000 SF =

150,000 SF plus =

(1) 8 ft. x 10 ft., and
(?) 8 ft.x 8 ft.
(2) 8 ft. x 10 ft., and
(?) 8 ft.x 8 ft.

PROGRAM ACTIVITIES:
e Space for technology needs

SPATIAL RELATIONSHIPS:
N/A

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting

NOTES:

1. Thisis an example of a telecommunications room. The equipment and layout will vary from school

district to school district.

Ohio School Design Manual-CT
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TELECOMMUNICATIONS ROOM

CT-GS-4 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Sealed concrete 033000 N/A
Base: Fire Suppression:
No base Fire suppression system 211000
Ceiling: Plumbing:
Exposed structure -—- N/A
Walls: HVAC:
Unpainted concrete masonry units 042000 Exhaust air system Div. 23
LOOSE FURNISHINGS Electrical:
N/A Single level switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-4
1 duplex receptacle 262726
Receptacles for data equipment 262726
Telecommunications Grounding
270526/260526
Communications:
T1 Technology equipment
Central sound system 275123
Telephone Wiring 271313/271513
Integrated Telephone System 273113
Video Wiring 271333/271533/271543
Digital on Demand Delivery System 274125
Local Area Network Wiring 271513/271323
Local Area Network Electronics 272100
Grounding & Infrastructure Equipment
270526/271100
T2 1/4” plywood back board 271313
Electronic Safety and Security:
Security System  281300/281600/282300
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
Ohio School Design Manual-CT 2008
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STORAGE AREA

CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-GS-5
Outdoors
150 SF PROGRAM ACTIVITIES:
e Space for storage of outdoor custodial
equipment
SPATIAL RELATIONSHIPS:
F1 ¢ Near custodial office
e Near custodial workroom
e Direct access to outdoors
ENVIRONMENTAL CONSIDERATIONS:
0 4 N/A
I e —
2 8’
Outdoors
250 SF ( w
F1
CAPACITY: N/A
SIZE: 150 - 500 SF
NOTES
Ohio School Design Manual-CT 2006
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STORAGE AREA

CT-GS-5 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES': Ref# | FEATURES: Ref.#
Flooring: Fixed Items*:
Sealed concrete 033000 | F1 8’-20’ of open shelving ,
depths may vary (fixed or loose) 123550
Base:
No base Fire Suppression:
Fire suppression system 211000
Ceiling:
Exposed structure --- | Plumbing:
N/A
Walls:
Unpainted concrete masonry units 042000 | HVAC:
Exhaust air system Div. 23
LOOSE FURNISHINGS Supplemental heat as required Div. 23
N/A
Electrical:
Single level switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-4
Duplex receptacles 262726
Communications:
N/A
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Ranges shown indicate quantities for the smallest and largest possible room size.
Ohio School Design Manual-CT 2008
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

CENTRAL STORAGE / DISTRIBUTION CENTER
CT-GS-6

PROGRAM ACTIVITIES:

o Storage for paper products, utensils, supplies,
etc., to be used throughout the entire
building

SPATIAL RELATIONSHIPS:
¢ Near loading/receiving area
¢ Direct access to building circulation

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting

0 8'
?
4 16'
CAPACITY: N/A
SIZE: 1000 - 1667 SF
NOTES

Ohio School Design Manual-CT
Ohio School Facilities Commission
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CENTRAL STORAGE / DISTRIBUTION AREA
CT-GS-6

CHAPTER 6: CAREER-TECHNICAL SCHOOL

Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items*:
Sealed concrete 033000 | F1 26’ - 32’ of open shelving (total), 123550
depths may vary (fixed or loose)
Base: Option: mobile storage shelving 105626
No base
Fire Suppression:
Ceiling: Fire suppression system 211000
Exposed structure ---
Plumbing:
Walls: N/A
Unpainted concrete masonry units 042000
HVAC:
LOOSE FURNISHINGS: Exhaust air system Div. 23
N/A Supplemental heat as required Div. 23
Electrical:
Single level switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-4
Duplex receptacles 262726
Communications:
N/A
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Ranges shown indicate quantities for the smallest and largest possible room size.
Ohio School Design Manual-CT 2008
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

LOADING/RECEIVING/WAREHOUSE AREA
CT-GS-7

Space to be determined by
Design Professional.

O O

-

PROGRAM ACTIVITIES:
e Delivery of materials and goods to be used

throughout the building

SPATIAL RELATIONSHIPS:
¢ Near food service spaces
¢ Near central storage area
¢ Near mechanical room

¢ Adjacent to loading dock

Outdoors
ENVIRONMENTAL CONSIDERATIONS:
N/A
MISCELLANEOUS:
e Refer to Chapter 3, Section 3201, for site
vehicular circulation requirements
0 4
I
2 8
CAPACITY: N/A
SIZE: 120 SF
NOTES

Ohio School Design Manual-CT
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6308 - 13

2006



LOADING/RECEIVING/WAREHOUSE AREA
CT-GS-7

CHAPTER 6: CAREER-TECHNICAL SCHOOL

Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
Flooring: Fixed Items:
Sealed concrete 033000 | F1 Loading dock leveler
and dock bumpers 111300
Base:
No base Fire Suppression:
Fire suppression system 211000
Ceiling:
Exposed structure Plumbing:
N/A
Walls:
Unpainted concrete masonry units 042000 | HVAC:
Exhaust air system Div. 23
LOOSE FURNISHINGS Supplemental heat as required Div. 23
N/A
Electrical:
Single level switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-4
Duplex receptacles 262726
Communications:
Central sound system 275123
Electronic Safety and Security:
N/A
Miscellaneous:
N/A
NOTES:
1. Finishes/Features: Refer to Chapter 9 for specification references.
Ohio School Design Manual-CT 2008
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

RESTROOM
CT-GS-8

F2) AFD

» &
|

27
)
g4

E7
i @
] =

F4

0 4’
"
2’ 8’
CAPACITY:

SIZE:
ANCILLARY SPACES:

1 person
50 SF

PROGRAM ACTIVITIES:
e Personal and health needs for the building
occupants

SPATIAL RELATIONSHIPS:
e Near academic area

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting
e Environmental sound control -
wall minimum STC 48
ceiling minimum CAC 35, NRC 0.70
e Moisture- and stain-resistant finishes

NOTES:

1. Separate restrooms must be provided for male and female students

Ohio School Design Manual-CT
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RESTROOM

CT-GS-8 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES': Ref# | FEATURES': Ref.#
Flooring: Fixed Items:
Linoleum, VET, sheet vinyl, or 096516 | F1 Towel dispenser 102813
rubber 096500 | F2 Mirror with shelf above sink(optional) 102813
Optional: quarry tile, or 093000 | F3 Toilet tissue holder 102813
resinous flooring 096723 | F4 36" and 42" grab bar 102813
F5 Soap dispenser 102813
Base: F6 Sanitary product dispenser 102813
Resilient base 096500 | F7 Sanitary product receptacle 102813
Optional: quarry tile, resinous 093000
flooring, or integral vinyl cove base 096723 | Fire Suppression:
Fire suppression system 211000
Ceiling:
Suspended, acoustical 095113 | Plumbing:
Wall-mounted water closet 224000
Walls: Wall-mounted lavatory 224000
Painted concrete masonry units Plumbing connections
042000/099100 224000/221116/221119
LOOSE FURNISHINGS: HVAC:
Wastebasket Exhaust air system Div. 23
Supplemental heat as required Div. 23
Electrical:
Single level switching 262726
Fluorescent lighting 265100
lllumination level: See Table 8600-10
1 duplex receptacle 262726
Communications:
Central sound system 275123
Electronic Safety and Security:
Life safety devices per code 283111
Miscellaneous:
N/A

NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references.
2. F6 and F7 required for female restroom only.

Ohio School Design Manual-CT 2008
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CHAPTER 6: CAREER-TECHNICAL SCHOOL

CORRIDORS
CT-BS-1

e Corridors shall be a minimum of 8 feet wide if
no lockers are located in the corridor.

e Corridors shall be a minimum of 10 feet wide
if lockers are located on one side of the
corridor. The corridor width is from the face
of the locker to the wall.

#=— LOCKERS

WALL ——+ L owall

100"
MIN

[TTTTTTTITTTTIT

0 4
2 8
e Corridors shall be a minimum of 12 feet wide
if lockers are located on each side of the
corridor. The corridor width is from the face
of the locker to the face of locker on opposite
side of corridor.

+— LOCKERS

WALL ——r+ WALl

12'=0"
MIN

e Instructional and activity areas shall be
accessible by corridors without passing
through another instructional or activity area.

e The corridors are to meet the existing
requirements of applicable codes

e Stairs, ramps, and elevators are included
under the corridor category.

e |t is recommended that stairs in multi-story
buildings not be enclosed unless required by

PROGRAM ACTIVITIES:
¢ Circulation space

SPATIAL RELATIONSHIPS:
N/A

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting

VESTIBULES
e Area of vestibules to be included within area
allotted for corridors.

e Width of vestibules can be no less than
minimum width of adjacent corridor.

e Minimum corridor length to be 8'-0" between
doors.

o Vestibules are to be provided at major
entrances/exits and may be eliminated at
minor entrances/exits as determined by the
Design Professional.

¢ Provide automatic door operator on one leaf of
main entrance/exit door and related vestibule
door.

e Provide a five-step or fifteen foot walk off
mat extending from main outside entry doors
into the building and as wide as the entry
doors.

e Option — entrance floor grilles.
See Chapter 9, Section 124816.

code.
CAPACITY: Based on size of program area
SIZE: See Chapter 2
NOTES:

Ohio School Design Manual-CT
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CORRIDORS

CT-BS-1 CHAPTER 6: CAREER-TECHNICAL SCHOOL
Spec. Spec.
FINISHES": Ref# | FEATURES": Ref #
FIooringz: Fixed Items:
Vinyl composition tile, linoleum, 096516 Corridor lockers 105113
VET, or sheet vinyl 096500 Fire extinguishers and cabinets 104400
Recessed vinyl floor mats or
Base: surface mats 124813
Resilient base 096500 Tack board or tackable wall surface 101100
Optional: structural glazed tile 042000
Fire Suppression:
Ceiling: N/A
Suspended, acoustical 095113
Option in vestibules: Abuse resistant Plumbing:
gypsum wallboard 092113 Drinking water coolers 224000
Walls: HVAC:
Painted concrete masonry units Supply/return air system Div. 23
042000/099100 Temperature control from
adjacent instructional spaces
LOOSE FURNISHINGS: 230923
Recycling bins and waste receptacles Electrical:
Fixed or loose benches Dual level switching 262726
Fluorescent lighting 265100

NOTE: At entries adjacent to dining/ commons
area, match dining/commons flooring.

Illumination level: See Table 8600-4

Duplex receptacles 262726
Double duplex receptacle adjacent to
each video port 262726
Means of egress lighting per code 265100
Emergency lighting 265100
Communications:
Video ports 271533/271543
Data ports 271523
Pay phone terminals 271513/273113
Central sound system 275123
Clocks 275313
Wireless access points
271523/272100/272133
Electronic Safety and Security:
Life safety devices per code 283111
Security System  281300/281600/282300

Miscellaneous:
Display cases and Directory

NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Vinyl composition tile, linoleum, VET, or sheet vinyl is to be used in vestibules, stairwells, and
elsewhere as appropriate. Porcelain tile or terrazzo tile is optional in lobbies, with resilient or

structural glazed tile base.

Ohio School Design Manual-CT
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MECHANICAL/ELECTRICAL SPACE/DECKS

CHAPTER 6: CAREER-TECHNICAL SCHOOL CT-BS-2
Space to be determined by PROGRAM ACTIVITIES:
Design Professional. e Space for mechanical and electrical
equipment

O

e

CAPACITY: Based on size of program area
SIZE: Based on the sum of the program areas
excluding building services, multiplied by 6.9%

SPATIAL RELATIONSHIPS:

e Accessible for maintenance and repair
Access to outside

Isolate from main area of building
Near loading/receiving area

Near custodial area

ENVIRONMENTAL CONSIDERATIONS:
¢ Uniform lighting
e Environmental sound control
wall minimum STC 60
ceiling minimum CAC 35, NRC 0.70

NOTES:

1. This is an example of a mechanical room. The equipment and layout will vary depending upon the
heating, ventilating, and air conditioning system used.

2. A penthouse is considered a mechanical room.
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MECHANICAL/ELECTRICAL SPACE/DECKS
CT-BS-2

CHAPTER 6: CAREER-TECHNICAL SCHOOL

Spec. Spec.
FINISHES": Ref# | FEATURES': Ref.#
Flooring: Fixed Items:
Sealed concrete 033000 To be determined by Design Professional
Base: Fire Suppression:
No base To be determined by Design Professional
Ceiling: Plumbing:
Exposed structure --- To be determined by Design Professional
Walls: (note 2) HVAC:
Unpainted concrete masonry units 042000 To be determined by Design Professional
LOOSE FURNISHINGS: Electrical:
N/A Single level switching 262726
Fluorescent lighting 265100
[llumination level: See Table 8600-4
Others as determined by Design Professional
Communications:
Central sound system 275123
Voice port and phone 271513/273113
Electronic Safety and Security:
To be determined by Design Professional
Miscellaneous:
N/A
NOTES:

1. Finishes/Features: Refer to Chapter 9 for specification references.
2. Option for penthouse to use metal panel on concrete masonry or metal panel on metal framing

wall systems.
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